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Product Highlights
Diagnostics and Control
Lifetime Bearings

3D Actions
Show Default View
Show Exploded View
Show Alternate View #1
Show Alternate View #2
Toggle Case Transparency

Part Actions
Unselect Part
Show Information on Part
Add Part to Order

>> Click and drag the scene to rotate it
>> Click a part to select it
>> Click “Add Part to Order”
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Regardless of vehicle design, the to disable gear ranges permanently,

Consistent Shift Qualit
G2680 has the input drive you require. at the Manufacturer’s level with wiring Quality
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Current Date

P.O. Number
Inventory Requisition P.0. Date
Ordered By Ship To
Company Company
Address Address
City City
Country Country

State/Province

State/Province

Zip/Postal Code

Zip/Postal Code

Phone Number

Phone Number

Fax Number

Fax Number

Contact Name

Contact Name

Part No. Description Quantity | |n Stock? Unit Price Amount
Terms and Conditions Total
(  Cash [~
Credit [
[~ Shipping Charge
Grand Total

Add Comments

email Purchase Order

Authorized By

GlobalCorp * 123, Any Ave * Any Town * Any Country * Phone: 111.222.3333 Fax: 111.222.4444 * www.GlobalCorp.com

Any reference to company names and company logos in the sample forms included in this software is for demonstration purposes only and is not intended

to refer to any actual organization.
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Return Labels Peel and affix to packaging

From:

Advanced Components
125 New Haven Ave.
Chicago, IL 60622

Ship to:

Global Corporation
Returns Dept.

345 Park Ave.

San Jose, CA 95110

NO POSTAGE
NECCESARY
IF MAILED
IN THE
UNITED STATES

GlobalCorp * 123, Any Ave * Any Town * Any Country * Phone: 111.222.3333 Fax: 111.222.4444 * www.GlobalCorp.com

Any reference to company names and company logos in the sample forms included in this software is for demonstration purposes only and is not intended

to refer to any actual organization.
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Solid Steel Vaned Flywheel
- Vaned to aid cooling

- Heat Treated friction surface
- High Weight for smooth shifting

Product Characteristics

Physical Diameter 39.39 cm.

Dimensions Thickness 2.764 cm.
Weight 15.673 kg.
Friction Surface Area 248.06 cm?

Maximums Max Safe Spin Rate 8000 RPM
Breakup Spin Rate ~19000 RPM
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Anodized Cast Aluminum Casing
- Corrosion Resistant
- Machined Sealing Surfaces
- Lightweight and Durable

Product Characteristics

Physical Height 50.75 cm.

Dimensions Thickness 5 mm.
AlO Layer Depth 30 pm.
Input Shaft Hole Diam. 2.7 cm

Maximums Max Internal Fluid Pressure 120 PSI

(when properly sealed)
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Stainless Steel Needle Bearings
- Corrosion Resistant
- Heat Treated for Durability
- Factory Packed With High Temp Grease

Product Characteristics

Physical Height 6.93 cm.

Dimensions Inside Diameter 4.27 cm.
Roller Pin Diameter 9.6 mm.
Needle Bearing Angle 45 deg.

Maximums Max Recommended Weight 1250 kg.

(force on axis)
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Stainless Steel Ball Bearings
- Corrosion Resistant

O

- Heat Treated for Durability
- Factory Packed With High Temp Grease

Product Characteristics

Physical Height 3.0 cm.

Dimensions Outside Diameter 8.0 cm.
Inside Diameter 4.0 cm.
Ball Diameter 2.75 cm.

Maximums Max Sustained Weight 700 kg.

(force perpendicular to axis)
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Stainless Steel Ball Bearings
- Corrosion Resistant

O

- Heat Treated for Durability
- Factory Packed With High Temp Grease

Product Characteristics

Physical Height 3.0 cm.

Dimensions Outside Diameter 8.0 cm.
Inside Diameter 4.0 cm.
Ball Diameter 2.75 cm.

Maximums Max Sustained Weight 700 kg.

(force perpendicular to axis)
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10 Speed Smooth Shifting System
- Solid Steel Gear Shafts
- Designed for High Torque Applications
- Electronically Controlled and Monitored

Product Characteristics

Physical Weight 193.4 kg.

Dimensions Number of Unique I/O Ratios 10.
Shifting Delay ~1.4 sec.
Output Shaft Diameter 2.75 cm.

Maximums Max Sustained Torque 1450 Nm.

(2 hours on, 1 hour off)
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USB 2.0 and Firewire Interfaces

For customer modification
of shift patterns, analysis of
usage, and exterior control.

Diagnostics port
For dull diagnostics information
including: real-time status and

sensor data, usage history, and
recommended service intervals.

Electronic Control System

Your application will have a
customized control program that
you design.

Shift Lever Choices
Bump-style is standard, but any
customer specification can be met.

Engine Overspeed Protection
Customer specified for any engine
and/or application

ﬁ
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Clutch Protection
Protects transmission from abusive
operators

Shuttle Protection
Customer specified for vehicle
protection while optimizing shuttle
operations

G NAC Communications
Enables interactivity with other
vehicle components including a
multi-feature display

Self-Calibration
Shift quality is optimized and can
easily be initiated or reset by the
end user

Auto-Shift Option
Automatic shifting occurring at
the optimum conditions lends well
to maximum fuel efficiency and
transmission life even with low-
skilled operators.
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